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Coast Guard, DHS § 34.10–10 

Subpart 34.10—Fire Main System, 
Details 

§ 34.10–1 Application—TB/ALL. 
(a) On all tankships the provisions of 

this subpart, with the exception of 
§ 34.10–90, shall apply to all fire main 
installations contracted for on or after 
May 26, 1965. Installations contracted 
for prior to May 26, 1965, shall meet the 
requirements of § 34.10–90. 

(b) If a fire main system is installed 
on a tank barge, the system shall meet 
the intent of this subpart insofar as 
reasonable and practicable. 

§ 34.10–5 Fire pumps—T/ALL. 
(a) Tankships shall be equipped with 

independently driven fire pumps in ac-
cordance with table 34.10–5(a). 

TABLE 34.10–5(a)—FIRE PUMPS 

Size vessel, 
L.O.A. (feet) Minimum 

number of 
pumps 

Powerful 
streams 
of water 

per pump 

Minimum hy-
drant and hose 

size (inches) 

Over— Not 
over— Exterior 

stations 
Interior 
stations 

100 (1) ................ ............ ............
100 250 2 1 3 2 11⁄2 11⁄2 
250 400 2 3 2 11⁄2 11⁄2 
400 650 2 3 2 4 21⁄2 11⁄2 
650 ........... 2 3 3 4 21⁄2 11⁄2 

1 Vessels of 65 feet and not over 100 feet shall be equipped 
with 2 B-V extinguishers. (Refer to Table 34.50–5(c).) Vessels 
under 65 feet shall be equipped with 1 B-V extinguisher. 
(Refer to Table 34.50–5(c).) 

2 Vessels of 1,000 gross tons and over on an international 
voyage shall have at least 2 fire pumps. 

3 From hydrants having greatest pressure drop between 
fire-pump(s) and nozzles. 

4 Where 21⁄2-inch hydrant size is required, two 11⁄2-inch out-
lets may be substituted therefor with two 11⁄2-inch hoses. 

(b) Each pump shall be capable of de-
livering simultaneously the number of 
streams of water required by table 
34.10–5(a) from the outlets having the 
greatest pressure drop between fire 
pump(s) and nozzles at a Pitot tube 
pressure of approximately 75 p.s.i. 
Where 11⁄2-inch hose is permitted in lieu 
of 21⁄2-inch hose by footnote 3 of Table 
34.10–5(a), the pump capacity shall be 
determined on the basis that both 
hoses are used. 

(c) On tankships of 1,000 gross tons 
and over on an international voyage, 
each required fire pump, while deliv-
ering water through the fire main sys-
tem at a pressure corresponding to 
that required by § 34.10–15(e), shall have 
a minimum capacity of at least two- 
thirds of that required for an inde-

pendent bilge pump if no length correc-
tion is taken for the cargo tank space. 
However, in no case shall the capacity 
of each fire pump be less than that oth-
erwise required by this section. 

(d) Fire pumps shall be fitted on the 
discharge side with relief valves set to 
relieve at 25 p.s.i. in excess of the pres-
sure necessary to maintain the require-
ments of paragraph (b) of this section. 

(e) Fire pumps shall be fitted with a 
pressure gage on the discharge side of 
the pumps. 

(f) Fire pumps may be used for other 
purposes provided at least one of the 
required pumps is kept available for 
use on the fire system at all times. In 
no case shall a pump having connection 
to an oil line be used as a fire pump. 
Branch lines connected to the fire main 
for purposes other than fire and deck 
wash shall be arranged so that the re-
quirements of paragraph (b) of this sec-
tion and any other services installed on 
the fire main can be met simulta-
neously. 

(g) On all vessels where two fire 
pumps are required, they shall be lo-
cated in separate spaces, and the ar-
rangement of pumps, sea connections, 
and sources of power shall be such as to 
insure that a fire in any one space will 
not put all of the fire pumps out of op-
eration. However, where it is shown to 
the satisfaction of the Commandant 
that it is unreasonable or impracti-
cable to meet this requirement due to 
the size, or arrangement of the vessel, 
or for other reasons, the installation of 
a total flooding carbon dioxide system 
may be accepted as an alternate meth-
od of extinguishing any fire which 
would affect the powering and oper-
ation of at least one of the required fire 
pumps. 

[CGFR 65–50, 30 FR 16694, Dec. 30, 1965, as 
amended by CGD 95–028, 62 FR 51199, Sept. 30, 
1997] 

§ 34.10–10 Fire station hydrants, hose 
and nozzles—T/ALL. 

(a) The size of fire station hydrants 
and hose required shall be as noted in 
Table 34.10–5(a). 

(b) Fire hydrants shall be of suffi-
cient number and so located that any 
part of living quarters, storerooms, 
working spaces and weather decks ac-
cessible to crew while at sea may be 
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